
MAN 202

Music Archive
Network Player

Contact information:
Weiss Engineering Ltd.
Florastrasse 42
8610 Uster / Zürich
Switzerland

Phone: +41 44 940 20 06
Fax: +41 44 940 22 14
Email: weiss@weiss.ch
www.weiss-highend.com

Remote Control

The frontend remotely controls the base station. It typically is a Apple iPad unit with the
Weiss Remote application loaded which allows for all common tasks to maintain a music
library, plus a few not so common tasks:

Playback control / main screen
Library browser with cover-flow

Playlist editor and manager
Device control / settings
Ripping control
Storage management
DSP control (future extensions)
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! Tag editing of library files

Example of the Library screen where albums and tracks can be selected for playback.
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The MAN202 is a music archiving and playback system which focuses on archiving and browsing music
collections at the highest possible sonic quality and at a high ergonomic level.

Potentially in a network several MAN202 can be used with several NAS devices  connected and several iPads
controlling the MAN202s.
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The system comprises of
A base station which does all media management, audio processing and playback/streaming
A frontend which controls the base station, typically an Apple iPad
A Network Attached Storage device (NAS) for storing the music files.

The base station allows to rip CD`s, download music files from the Internet or from an attached storage
device, play the files through a built-in D/A Converter or via digital outputs and control attached storage devices
via Ethernet.

The frontpanel shows a power switch with status LED and a slot for CD ripping.

The backpanel sports the following connectors and controls:

Stereo analog output on XLR (balanced) and RCA (unbalanced) connectors
Rotary switch to control the basic analog ouput level in 4 coarse steps
Two AES/EBU outputs on XLR (dual or single wire capable)
Two S/PDIF outputs on RCA (dual or single wire capable)
One AES/EBU input on XLR and one S/PDIF input on RCA
Wordclock in- and output on BNC
One Ethernet connector for connecting to a NAS and / or a local network
One USB connector, e.g. for connecting a memory stick with music files
One Firewire connector, e.g. for connecting an external D/A Converter
A IEC type power inlet
A WiFi antenna
A switch for selecting the dual or single wire output format on the AES/EBU and S/PDIF outputs
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The frontend

The Network Attached Storage (NAS) device

remotely controls the base station. It typically is an Apple iPad unit with the Weiss Remote
application loaded. The application allows to maintain a music library including managing cover artwork and
metadata, to play music files, to rip CDs.

typically consists of one or several hard disks to
store and also to back-up the music files. The type of the NAS and the size and numbers of harddisk can be freely
chosen. Storage space can always be expanded later on. Several NAS devices can be connected simultaneously. A
NAS can be configured such that the stored data can be recovered even if a harddisk fails.

Data storage

Audio Interfaces

Power Control

Frontend (the remote control)

Cover Art

By default the MAN202 provides no internal storage for media data to avoid the noise and heat development of
hard drives. The system runs from an internal solid state disk. One or several external NAS devices provide the
necessary storage space for the media library. The storage wizard takes care of backing up the media library to
any USB or NAS device.

The MAN202 has a built-in, very high quality D/A Converter and also offers digitial interfaces for connecting an
external D/A converter. Formats are AES/EBU, S/PDIF (including dual wire support) or FireWire.

The power switch on the frontpanel allows to switch on and off the unit. Switching off takes care of closing files
and shutting down the unit gracefully.

The server/client architecture of the MAN202 allows the use of several different frontends. The frontend controls
the playback, manages the media library and the system settings, i.e. storage, backup, networking, audio
processing etc. Currently a frontend based on the Apple iPad is available.

The MAN202 has a powerful CD cover art search algorithm which looks for associated cover art at various places
on the Internet. The results are then presented to the user who selects the proper cover art.

MAN202 base station MAN202 software features


